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PRODUCT

CSH-050

 "A" Min.
   Width
  IN (MM)

 "A" Mid
   Range
  IN (MM)

  "A" Max.
     Width
    IN (MM)

    Total
Movement
  IN (MM)

Seal Depth
  IN (MM)

0.25" (6.4)

0.50" (12.7)

0.75" (19.1)

1.00" (25.4)

1.25" (31.8)

1.50" (38.1) 3.00" (76.2)

2.50" (63.5)

2.00" (50.8)

1.50" (38.1)

1.00" (25.4)

0.50" (12.7) 0.75" (19.1)

1.50" (38.1)

2.25" (57.2)

3.00" (76.2)

3.75" (95.3)

4.50" (114.3) 3.00" (76.2)

2.50" (63.5)

2.00" (50.8)

1.50" (38.1)

1.00" (25.4)

0.50" (12.7) 1.50" (38.1)

1.50" (38.1)

2.00" (50.8)

2.00" (50.8)

2.00" (50.8)

3.00" (76.2)

* Sizes available in 0.25" increments.
Contact EMS for additional information.

CSH-SERIES
Horizontal Condition

Gel Loc LP
Epoxy Adhesive
(Both Sides)

      Factory Applied Silicone

Field Applied
Silicone Sealant
Bead (Both Sides)

"A"

Joint Opening

CSH-Series Horizontal Condition

N/A NTS N/A

1 of 1 CSH-1

SLP 07/22/16

BAF 07/20/16

SEAL COLOR:
DOW 790:________________
PECORA 890:_____________
SPECTRUM 1:_____________

FLOOR-TO-FLOOR/WALL PEDESTRIAN GRADE APPLICATION
MOVEMENT:  +/- 50% NOMINAL JOINT WIDTH
STOCK LENGTHS:  5'-0"

CSH-100

CSH-150

CSH-200

CSH-250

CSH-300
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PRODUCT

CSH-350

 "A" Min.
   Width
  IN (MM)

 "A" Mid
   Range
  IN (MM)

  "A" Max.
     Width
    IN (MM)

    Total
Movement
  IN (MM)

Seal Depth
  IN (MM)

1.75" (44.5)

2.00" (50.8)

2.25" (57.2)

2.50" (63.5)

2.75" (69.9)

3.00" (76.2) 6.00" (152)

5.50" (140)

5.00" (127)

4.50" (114)

4.00" (102)

3.50" (89.0) 5.25" (133)

6.00" (152)

6.75" (171)

7.50" (191)

8.25" (210)

9.00" (229) 6.00" (152)

5.50" (140)

5.00" (127)

4.50" (114)

4.00" (102)

3.50" (89) 3.00" (76.2)

* Sizes available in 0.25" increments.
Contact EMS for additional information.

CSH-SERIES
Horizontal Condition

Gel Loc LP
Epoxy Adhesive
(Both Sides)

      Factory Applied Silicone

Field Applied
Silicone Sealant
Bead (Both Sides)

"A"

Joint Opening

CSH-Series Horizontal Condition

N/A NTS N/A
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SLP 07/22/16

BAF 07/20/16

SEAL COLOR:
DOW 790:________________
PECORA 890:_____________
SPECTRUM 1:_____________

FLOOR-TO-FLOOR/WALL PEDESTRIAN GRADE APPLICATION
MOVEMENT:  +/- 50% NOMINAL JOINT WIDTH
STOCK LENGTHS:  5'-0"

CSH-400

CSH-450

CSH-500

CSH-550

CSH-600

3.00" (76.2)

3.00" (76.2)

3.00" (76.2)

4.00" (102)

4.00" (102)
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